
NOTES 

 

 
1) ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE STATED. 

 

2) DEPTH OF FOUNDATION TO BE DETERMINED ON SITE.. 

 

3) PERMANENT VENTS TO BE PLACED ABOVE EVERY DOOR AND WINDOW. 

 

4) HARDCORE FILLING TO BE WELL COMPACTED. 

 

5) HOOP IRON TO BE PROVIDEDAFTER EVERY ALTERNATE STONE COURSE 
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DEPUTY 

PRINCIPAL'S 

OFFICE 

 

ROOF COVERING 

1. G.C.I ridge cap gauge 30 

2. G.C.I sheet gauge 30 

3. 75 x 50mm purlins 

4. 100 x 50mm rafter 

5. 100 x 50mm collar 

6. 100 x 50mm tie & strut 

7. 100 x 50mm tie beam 

 
 
 
 
 
 
 
 
 

PROJECT 

 

 

 

 

STAFF ROOM 

Ladies 

 
 
 
 

 
passage 

Gents 8. 100 x 50mm wall plate 

9. 50 x 50mm brandering each 600 centers 

10. 12mm chip board ceiling 

11. 75 x 25mm moulded cornice 

 

PROPOSED TYPICAL ADMINISTRATION 

BLOCK 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
3,000 3,000 

 

 
DIRECTOR 

OF STUDIES/ 
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3,288 
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3,288 
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3,100 

 
 

 
PRINCIPAL'S 

OFFICE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

2,600 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. 100mm high skirting 

2. 25mm screed 

3. 100mm floor slab [B.R.C A98 in mix 1:2:4] 

4. 50mm murrum blinding 
5. 300mm hard core in 2 layers 

 

200 X 25mm chamfered fascia board 

300 x 150mm r.c. concrete ring beam 

[1:2:4/20/20] 

 
150mm thick stone walling bedded on 

[1:3] 

 

225mm stone walling beddedon mortar[ 1:4] 

600 X 200mm r.c. conc. 

foundation base[1:2:4/20/20] 

on 50mm conc. blinding 

[1:4:8/15/X]. 

 
 
 
 

DRAWING TITLE 
 

GROUND FLOOR PLAN 

ELEVATIONS 

SECTION 

SCALE 
1:100 
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Ground Floor Plan 

 
 

SECTION X-X 

  

 

 

 

PUBLIC WORKS OFFICE 

NAROK COUNTY GOVERNMENT 
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